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Flexible Faucet Water Supply Line 
 

Features: 

✓ Stainless steel braided hose is made from  
high-quality stainless-steel wires.  

✓ Rubber Washer perform a long-lasting 
water tight sealing. 

✓ Certified NBR or EPDM rubber gasket and  
PVC inner tube to provide strong hot and cold  
resistance and corrosive resistance.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
Working Rate:   

  125 PSI Maximum ‧ Temperature range: 40°F to 180°F 
 

Approvals: 
  IAPMO 
    NSF/ANSI-61 372 
    CSA B125.6 
    ASME A112.18.6 
 

   WARNING: This product can expose you to chemicals including lead, which is known to the State of California to cause 

cancer.  For more information go to www.P65Warnings.ca.gov. 

Item List 

Part Number Size Length 

4CF3812 3/8” Comp. x 1/2” FIP 12” 

4CF3816 3/8” Comp. x 1/2” FIP 16” 

4CF3820 3/8” Comp. x 1/2” FIP 20” 

4CF3824 3/8” Comp. x 1/2” FIP 24” 

4CF3830 3/8” Comp. x 1/2” FIP 30” 

4CF3836 3/8” Comp. x 1/2” FIP 36” 

4CF3840 3/8” Comp. x 1/2” FIP 40” 

4CF3848 3/8” Comp. x 1/2” FIP 48” 

4CF3860 3/8” Comp. x 1/2” FIP 60” 

4CF1212 1/2” FIP x 1/2” FIP 12” 

4CF1216 1/2” FIP x 1/2” FIP 16” 

4CF1220 1/2” FIP x 1/2” FIP 20” 

4CF1224 1/2” FIP x 1/2” FIP 24” 

4CF1230 1/2” FIP x 1/2” FIP 30” 

4CF1236 1/2” FIP x 1/2” FIP 36” 

4CF1240 1/2” FIP x 1/2” FIP 40” 

4CF1248 1/2” FIP x 1/2” FIP 48” 

4CF1260 1/2” FIP x 1/2” FIP 60” 

Material List 

Part Name Material 

Hex Nut Brass 

Washer EPDM 

Insert Brass 

Seal NBR 

Ferrule Stainless Steel 

Hose Sleeve Stainless Steel 

Inner Hose PVC 
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