
Copperfit Industries Inc.   1280 E 9th St, Pomona, CA 91766   Phone: (909) 622-6100   Fax: 909-622-5566  .V23121 

CPVC Ball Valve 
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CPVC Ball Valve 
CTS, Socket End 

Feature: 
 

✓ ASTM D1784 complied Chlorinated Poly Vinyl Chloride (CPVC) 
✓ Conformed to ASTM D2846 
✓ Copper tube size (CTS) socket on both ends 
✓ Available Size from 1/2” to 2” 
✓ NSF 14,61,372 approved 
✓ 100% leak tested 

 

Pressure Rating: 
 

• 150 psi @ 100°F / 100 psi @ 180°F 

 

Approvals: 
 

  IAPMO       NSF 
   ASTM D2846        NSF/ANSI 14 61 372 
 

 
 

 

 

 

 

 

 

 

 

Part# Size A B C D Wt. 

5BC201 1/2” 2.27 2.35 2.68 0.47 0.19 

5BC202 3/4” 2.87 2.76 3.27 0.71 0.35 

5BC203 1” 3.07 3.05 3.55 0.94 0.54 

5BC204 1-1/4” 3.72 3.94 4.12 0.98 0.7 

5BC205 1-1/2” 4.16 4.25 4.74 1.18 1.06 

5BC206 2” 4.89 5.1 5.83 1.42 1.73 

Part Name Material 

Handle Cap ABS 

Handle ABS 

O-ring EPDM 

Screw Zinc plated steel 

Seat PTFE 

Ball CPVC  

Body CPVC 
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